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2008 Kia Sorento, Part 2 


1. Ignition Lock 
Removal: Dash 
Mount. Tumblers: 
8 / Tumbler 
Positions: 1-8. 


2008 KIA Sorento. 


Ignition Lock 


In the last installment of the 2008 Kia Sorento we covered the vehicle 
opening, door lock and glove box lock. We now conclude with the ignition 
lock and hatch lock. 
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Manufacturers: Interested in 
offering rebates or discounts to 
NLAA members? Contact Marc 


Goldberg at the Home Office 


2 • Automotive Edge 
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4. Remove 2 (P-2) screws at side of lower 
dash panel and 2 (P-2) screws at bottom of 
panel. 
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Issue No. 106 


5. Locate the hood release 
at the bottom portion of the 
panel. 


3. Carefully remove side dash panel (4 Snap 


Clips) on driver side of vehicle. 


2. Specialty Tools Needed: Truarc 
Ring Pliers HPC No.TRU-99 or HPC 
No.TRU-55 
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7. Carefully pull outward on lower portion of panel 
and disconnect vehicle accessory plugs. 


9. To remove illumination ring, remove 1 
(P-2) screw. 


6. Pull outward on hood release to allow some 


slack in cable to disconnect from release. 


8. Remove vehicle dynasties plug from its mount on 


lower panel and set panel aside. 
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10. Carefully pull outward on illumination ring. 


11. With lock in “Accessory” position, depress on 


cylinder depression pin located at three o’clock 


position of ignition lock to remove lock. 


12. Pull outward on ignition lock to remove. 


13. To remove ignition lock for housing, position lock to 


remove rubber housing stop. 
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14. With an awl, back out rubber housing stop. 


15. Slide housing toward end of lock. 


16. With lock in “Accessory” position, depress on 


cylinder depression pin to slide housing toward end of 


lock. 


17. Continue to slide housing off of lock. 
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18. Picture of ignition lock. 


19. To disassemble ignition lock, 


remove Truarc ring from ignition lock 


using HPC No.TRU-55 Truarc Ring 


Pliers. 


20. Remove the rubber 
stop of housing and 
facecap. 
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21. Turn facecap to remove from housing. 


23. Picture of ignition lock core. 


22. With core in accessory position, push downward at end of 


indicator arm and pull outward on core to remove. 
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24. Picture of ignition lock parts. 


25. Rear Hatch Lock Removal. Tumblers: 8 / 


Tumbler Positions: 1-8. 


26. Using a P-2 screw driver and 
an awl, remove 6 screw-rivet type 
clips around rear hatch door panel 
edge. 


Rear Hatch Lock 
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27. Remove 2 bolt access 


caps at interior hatch 


handle. 


28. Remove 2 (10mm) bolts to remove 
interior hatch handle, 


29. Remove 1 


screw access cap 
at bottom edge of 


panel. 
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30. Remove 1 (P-2) screw. 


31. Using a P-2 screw driver 
and an awl, remove 2 screw- 


rivet type clips at each side 


of upper portion of rear hatch 


door panel. 


32. Pull outward on upper window trim. 


33. Pull outward on rear hatch panel to 
remove, 8 clips. 
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34. Picture of back 
side of rear hatch 
door panel. 


35. Disconnect 2 license 
plate light plugs. 


36. Remove 2 


(10mm) bolts at 


rear license plate 


light assembly. 


NLAA Issue 106.indd 11 
7/16/09 12:28:49 PM 


12 • Automotive Edge 
National Locksmith Automobile Association 


37. Remove 2 (10mm) nuts 
from rear hatch door cavity 
holding exterior license 
plate light trim assembly. 


38. Pull outward on trim to remove. 


39. Disconnect lock actuator wire plug. 
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40. Disconnect linkage from lock 


driver and remove 2 (10mm) nuts at 


lock housing. 


41. Pull outward on lock to remove. 


42. Remove actuator from rear of 


hatch lock. 


43. Remove C-clip and driver from back of lock. 
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44. Remove spring from back 
of lock. 


45. Remove 


facecap from lock. 


46. Remove core from lock 
housing. 
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47. Picture of 
the hatch lock 
core. 


48. Picture of rear hatch 


with panel removed. 


49. Picture of front of 
vehicle. 
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50. Picture of rear of vehicle. 


51. Picture of driver side of 


vehicle. 


52. Picture of passenger 
side of vehicle. 
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